ECONOSEW®
...Just Sew Much Better

SINGLE NEEDLE, HIGH SPEED
NARROW CYLINDER-ARM
LOCKSTITCH MACHINE,
UNISON-FEED (NEEDLE -FEED &
DROP-FEED WITH ALTERNATING
PRESSER FEET), STANDARD
HORIZONTAL ROTARY HOOK,
REVERSE FEED AND
SYNCHRONIZED BINDER

- Uses Singer 111W style walking feet
- Unison feed prevents slippage between layers
- For sewing medium and heavy
  weight materials
- Ideal for leather, vinyl, and various
  synthetics fabrics.
- Horizontal binder for sewing arched &
  curved products such as cushions,
  boots, bags, etc.

Specifications

<table>
<thead>
<tr>
<th>Model</th>
<th>155E8BV</th>
</tr>
</thead>
<tbody>
<tr>
<td>Maximum Sewing Speed</td>
<td>2500 spm*</td>
</tr>
<tr>
<td>Stitch Length Adjustment</td>
<td>0 to 6mm</td>
</tr>
</tbody>
</table>
| Presser Foot Lift | By Hand: 8mm  
                             By Pedal: 13mm |
| Needle System  | 135x17    |
| Needle Bar Stroke | 33.2mm    |
| Feed Type      | Unison feed |
| Hook Type       | Standard horizontal rotary hook |
| Cylinder Diameter | 46mm      |
| Amount of Alternating Presser Foot Lift | 2 to 5mm (3.2mm standard) |
| Working Space   | 255mm     |
| Lubrication System | Manual    |

* Depends on thread, material & type of operation
* Specifications subject to change without notice

ECONOSEW®
WEST COAST SALES
Tel: 213.747.9716
Fax: 213.747.4512
E-mail: sales@econosew.com

EAST COAST SALES
Tel: 954-430-1890
Fax: 954-432-8097

Binder set may be easily installed
Small bobbin allows sewing around smaller tubular products.

Distributed by: